Informacny list vyrobku

Nazov doddvatela alebo jeho ochranna zndmka

AEG

Adresa dodavatela

Electrolux - 26 al. Powstancow Slaskich 30-570 - Krakow - PL

Identifikaény kéd modelu L7WBG0O47WC 914610203
Véeobecné parametre vyrobku
Parameter Hodnota Parameter Hodnota
Menovita 50 Wika 85
) S
kapacita () v
Menovitd kapacita (kg) Menovits Rozmery vcm: Eirka 60
pracia 7,0
kapacita (b) Hibka 58
EEIW(P) 59,7 EEIW(P) B (°)
I§(v>.ef|C|er?t energeticke] Trieda energetickej ucinnosti
ucéinnosti
EEIWD(®) 81,8 EEIWD() E (%)
b b
W) 1,031 ' (%) 4,9
Koeficient ucinnosti prania Ucinnost plachania (g/kg suchych textilii)
I © 1,031 IR 4,9
Spotreba energie v kWh na
cyklus v pracom cykle pracky Spotreba energie v kWh na kg na cyklus v
so susickou pre domacnost v cykle ,,pranie a susenie” pracky so susi¢kou
programe ,,eco 40-60“ pri pre domacnost pri kombindcii plnej a
s S P 0,515 L . 3,249
kombindcii plnej a ¢iastocnej polovi¢nej ndplne. Skuto¢na spotreba
naplne. Skuto¢na spotreba energie zavisi od toho, ako sa spotrebic
energie zavisi od toho, ako sa pouZiva.
spotrebic pouziva.
Spotreba vody v litroch na Spotreba vody v litroch na cyklus v cykle
cyklus v programe ,,eco 40-60 . o iy
oo 2 . ,pranie a susenie” pracky so susi¢kou pre
pri kombinacii plnej a . ;. s .
- . L . domacnost pri kombinacii plnej a
Ciasto¢nych naplni. Skuto¢na 41 e " 67
P polovi¢nej naplne. Skutocna spotreba vody
spotreba vody zavisi od toho, PR Sy g
oy v zavisi od toho, ako sa spotrebic pouZiva, a
ako sa spotrebic pouziva, a od -
. od tvrdosti vody.
tvrdosti vody.
Menovitd
Lo P . . 35
Maximalna teplota vnutri pracia kapacita Menovita
prislusnej textilie (°C) pre Maximalna teplota vnutri prislusnej textilie kapacita 37
praci cyklus domdcej pracky (°C) pre praci cyklus domacej pracky so
so susi¢kou pri pouZziti Polovica 35 susickou pri pouZiti cyklu prania a susenia
programu Eco 40-60
Stvrtina 24 Polovica 35




M.enowta . 1400
pracia kapacita
Rychlost odstred'ovania (ot L o b
b Vazeny obsah zostavajlcej vihkosti (°) (%) 53,3
/min)(®) Polovica 1400
Stvrtina 1400
Menowta ' 3.25
pracia kapacita
Trvanie programu ,eco 40-60 . Ly . . .
“ (h'ming) g Trieda ucinnosti odstredovania (b) B (%)
’ Polovica 2:40
Stvrtina 2:40
Urover vydavaného hluku Menovita 6:20
v kapacita
prenasaného vzduchom vo
faze odstred'ovania v pracom . . s w
cykle , eco 40-60* pri 75 Trvanie cyklu ,pranie a susenie” (h:min)
menovitej pracej kapacite [dB Polovica 4:25
(A) re 1 pW]
Trieda Urovne vydavaného hluku
T volne stoiaca prenasaného vzduchom vo faze B
yp ) odstred'ovania v programe ,,eco 40-60“ pri )
menovitej pracej kapacite
R.eZ|m ,VY.antla (W) (ak je k 0,50 ReZim pohotovosti (W) (ak je k dispozicii) 0,50
dispozicii)
Odlozeny start (W) (ak je k ReZim pohotovosti pri zapojeni v sieti (W)
. o 4,00 . . e -
dispozicii) (ak je k dispozicii)
Minimalne trvanie zaruky, ktorti pontka dodavatel 24 mesiacov

Tento vyrobok bol navrhnuty tak, aby v pracom cykle
uvolfioval strieborné iény

NIE

Doplriujuce informécie -

Odkaz na webov stranku dodéavatela, kde mozno najst Gidaje podla bodu 9 prilohy Il k nariadeniu (EU) 2019/2023:
https://support.electroluxgroup.eu/external/PISlink/Products/914610203

(3) this item shall not be considered relevant for the purposes of Article 2(6) of Regulation (EU) 2017/1369.

(b) for the eco 40-60 programme

(%) pre cyklus ,, pranie a susenie”
d
(

) changes to these items shall not be considered relevant for the purposes of paragraph 4 of Article 4 of Regulation (EU) 2017/1369.

(®) if the product database automatically generates the definitive content of this cell the supplier shall not enter these data.




